ReaderTT.config = {"pagecount":79,"title":"Chapter 1","author":"tdame","subject":"","keywords":"","creator":"Impress","producer":"LibreOffice 7.2","creationdate":"D:20220613043541Z'","moddate":"","trapped":"","fileName":"document.pdf","bounds":[[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825]],"bookmarks":[{"title":"Chapter 3","page":1,"zoom":"XYZ 0 825 0"},{"title":"Frame Relay","page":2,"zoom":"XYZ 0 825 0"},{"title":"Introducing Frame Relay","page":3,"zoom":"XYZ 0 825 0"},{"title":"An Efficient and Flexible Technology","page":4,"zoom":"XYZ 0 825 0"},{"title":"Slide 5","page":5,"zoom":"XYZ 0 825 0"},{"title":"Slide 6","page":6,"zoom":"XYZ 0 825 0"},{"title":"Slide 7","page":7,"zoom":"XYZ 0 825 0"},{"title":"Slide 8","page":8,"zoom":"XYZ 0 825 0"},{"title":"Slide 9","page":9,"zoom":"XYZ 0 825 0"},{"title":"Frame Relay WAN","page":10,"zoom":"XYZ 0 825 0"},{"title":"Slide 11","page":11,"zoom":"XYZ 0 825 0"},{"title":"Slide 12","page":12,"zoom":"XYZ 0 825 0"},{"title":"Frame Relay Operation","page":13,"zoom":"XYZ 0 825 0"},{"title":"Slide 14","page":14,"zoom":"XYZ 0 825 0"},{"title":"Virtual Circuits","page":15,"zoom":"XYZ 0 825 0"},{"title":"Slide 16","page":16,"zoom":"XYZ 0 825 0"},{"title":"Slide 17","page":17,"zoom":"XYZ 0 825 0"},{"title":"Local Significance of DLCIs","page":18,"zoom":"XYZ 0 825 0"},{"title":"Identifying Virtual Circuits (VC)","page":19,"zoom":"XYZ 0 825 0"},{"title":"Slide 20","page":20,"zoom":"XYZ 0 825 0"},{"title":"Slide 21","page":21,"zoom":"XYZ 0 825 0"},{"title":"Identifying Virtual Circuits (VC)","page":22,"zoom":"XYZ 0 825 0"},{"title":"Multiple Virtual Circuits","page":23,"zoom":"XYZ 0 825 0"},{"title":"Slide 24","page":24,"zoom":"XYZ 0 825 0"},{"title":"Frame Relay Encapsulation","page":25,"zoom":"XYZ 0 825 0"},{"title":"Frame Relay Topologies","page":26,"zoom":"XYZ 0 825 0"},{"title":"Slide 27","page":27,"zoom":"XYZ 0 825 0"},{"title":"Slide 28","page":28,"zoom":"XYZ 0 825 0"},{"title":"Slide 29","page":29,"zoom":"XYZ 0 825 0"},{"title":"Slide 30","page":30,"zoom":"XYZ 0 825 0"},{"title":"Frame Relay Address Mapping","page":31,"zoom":"XYZ 0 825 0"},{"title":"Frame Relay Address Mapping \u2013 WHY?","page":32,"zoom":"XYZ 0 825 0"},{"title":"Frame Relay Address Mapping - WHY?","page":33,"zoom":"XYZ 0 825 0"},{"title":"Slide 34","page":34,"zoom":"XYZ 0 825 0"},{"title":"Slide 35","page":35,"zoom":"XYZ 0 825 0"},{"title":"Slide 36","page":36,"zoom":"XYZ 0 825 0"},{"title":"Local Management Interface (LMI)","page":37,"zoom":"XYZ 0 825 0"},{"title":"Slide 38","page":38,"zoom":"XYZ 0 825 0"},{"title":"Slide 39","page":39,"zoom":"XYZ 0 825 0"},{"title":"Slide 40","page":40,"zoom":"XYZ 0 825 0"},{"title":"Slide 41","page":41,"zoom":"XYZ 0 825 0"},{"title":"Slide 42","page":42,"zoom":"XYZ 0 825 0"},{"title":"Slide 43","page":43,"zoom":"XYZ 0 825 0"},{"title":"Configuring Basic Frame Relay","page":44,"zoom":"XYZ 0 825 0"},{"title":"Slide 45","page":45,"zoom":"XYZ 0 825 0"},{"title":"Slide 46","page":46,"zoom":"XYZ 0 825 0"},{"title":"Slide 47","page":47,"zoom":"XYZ 0 825 0"},{"title":"Slide 48","page":48,"zoom":"XYZ 0 825 0"},{"title":"Slide 49","page":49,"zoom":"XYZ 0 825 0"},{"title":"Slide 50","page":50,"zoom":"XYZ 0 825 0"},{"title":"Configuring Static Frame Relay Maps","page":51,"zoom":"XYZ 0 825 0"},{"title":"Slide 52","page":52,"zoom":"XYZ 0 825 0"},{"title":"Slide 53","page":53,"zoom":"XYZ 0 825 0"},{"title":"Slide 54","page":54,"zoom":"XYZ 0 825 0"},{"title":"Slide 55","page":55,"zoom":"XYZ 0 825 0"},{"title":"Slide 56","page":56,"zoom":"XYZ 0 825 0"},{"title":"Slide 57","page":57,"zoom":"XYZ 0 825 0"},{"title":"Slide 58","page":58,"zoom":"XYZ 0 825 0"},{"title":"Slide 59","page":59,"zoom":"XYZ 0 825 0"},{"title":"Advanced Frame Relay Concepts","page":60,"zoom":"XYZ 0 825 0"},{"title":"Slide 61","page":61,"zoom":"XYZ 0 825 0"},{"title":"Slide 62","page":62,"zoom":"XYZ 0 825 0"},{"title":"Slide 63","page":63,"zoom":"XYZ 0 825 0"},{"title":"Slide 64","page":64,"zoom":"XYZ 0 825 0"},{"title":"Slide 65","page":65,"zoom":"XYZ 0 825 0"},{"title":"Slide 66","page":66,"zoom":"XYZ 0 825 0"},{"title":"Slide 67","page":67,"zoom":"XYZ 0 825 0"},{"title":"Slide 68","page":68,"zoom":"XYZ 0 825 0"},{"title":"Solving Reachability Issues","page":69,"zoom":"XYZ 0 825 0"},{"title":"Slide 70","page":70,"zoom":"XYZ 0 825 0"},{"title":"Slide 71","page":71,"zoom":"XYZ 0 825 0"},{"title":"Frame Relay Subinterfaces","page":72,"zoom":"XYZ 0 825 0"},{"title":"Slide 73","page":73,"zoom":"XYZ 0 825 0"},{"title":"Slide 74","page":74,"zoom":"XYZ 0 825 0"},{"title":"Configuring Frame Relay Subinterfaces","page":75,"zoom":"XYZ 0 825 0"},{"title":"Slide 76","page":76,"zoom":"XYZ 0 825 0"},{"title":"Slide 77","page":77,"zoom":"XYZ 0 825 0"},{"title":"Slide 78","page":78,"zoom":"XYZ 0 825 0"},{"title":"Slide 79","page":79,"zoom":"XYZ 0 825 0"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
