ReaderTT.config = {"pagecount":31,"title":"The Two Variations of NAC","author":"Cisco Systems, Inc.","subject":"","keywords":"","creator":"Impress","producer":"LibreOffice 7.2","creationdate":"D:20220616215341Z'","moddate":"","trapped":"","fileName":"document.pdf","bounds":[[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825]],"bookmarks":[{"title":"Managing and Securing Wireless Networks with Cisco Clean Access","page":1,"zoom":"XYZ 0 825 0"},{"title":"Agenda","page":2,"zoom":"XYZ 0 825 0"},{"title":"WLAN Security Issues - A Different IT Beast","page":3,"zoom":"XYZ 0 825 0"},{"title":"WLAN Security Issues","page":4,"zoom":"XYZ 0 825 0"},{"title":"WLAN Enterprise Issues","page":5,"zoom":"XYZ 0 825 0"},{"title":"Requirements for WLAN Management & Security Solution","page":6,"zoom":"XYZ 0 825 0"},{"title":"Slide 7","page":7,"zoom":"XYZ 0 825 0"},{"title":"Slide 8","page":8,"zoom":"XYZ 0 825 0"},{"title":"Slide 9","page":9,"zoom":"XYZ 0 825 0"},{"title":"What Does Clean Access Do?","page":10,"zoom":"XYZ 0 825 0"},{"title":"Key Cisco Clean Access Features","page":11,"zoom":"XYZ 0 825 0"},{"title":"Cisco Clean Access Components","page":12,"zoom":"XYZ 0 825 0"},{"title":"Pre-Configured Clean Access Checks","page":13,"zoom":"XYZ 0 825 0"},{"title":"Pre-Configured Checks (cont\u2019d)","page":14,"zoom":"XYZ 0 825 0"},{"title":"Cisco Clean Access System Operation","page":15,"zoom":"XYZ 0 825 0"},{"title":"Sample Reporting","page":16,"zoom":"XYZ 0 825 0"},{"title":"Multiple Deployment Options","page":17,"zoom":"XYZ 0 825 0"},{"title":"CCA Inline Deployment","page":18,"zoom":"XYZ 0 825 0"},{"title":"Secure Remote Access Deployment","page":19,"zoom":"XYZ 0 825 0"},{"title":"CCA Out Of Band Deployment","page":20,"zoom":"XYZ 0 825 0"},{"title":"CCA: User Access, Non-certified Machine","page":21,"zoom":"XYZ 0 825 0"},{"title":"End User Experience: with Agent","page":22,"zoom":"XYZ 0 825 0"},{"title":"Slide 23","page":23,"zoom":"XYZ 0 825 0"},{"title":"End User Experience: Web-based","page":24,"zoom":"XYZ 0 825 0"},{"title":"Cisco Clean Access: The Holistic Solution","page":25,"zoom":"XYZ 0 825 0"},{"title":"Slide 26","page":26,"zoom":"XYZ 0 825 0"},{"title":"Stanford University \u2013 Authentication & Ease of Use","page":27,"zoom":"XYZ 0 825 0"},{"title":"Stanford University WLAN Deployment","page":28,"zoom":"XYZ 0 825 0"},{"title":"Stanford University WLAN Deployment - Security","page":29,"zoom":"XYZ 0 825 0"},{"title":"Slide 30","page":30,"zoom":"XYZ 0 825 0"},{"title":"Slide 31","page":31,"zoom":"XYZ 0 825 0"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
