ReaderTT.config = {"pagecount":18,"title":"Xilinx DS776 LogiCORE IP Mailbox (v1.00a), Data Sheets","author":"Xilinx, Inc.","subject":"Mailbox features a bi-directional communication channel between two processors. It can be connected to the processor either through PLB, FSL, AXI4-Lite or AXI4-Stream interface.","keywords":"ds776,776,Virtex,Spartan,mailbox,axi4","creator":"FrameMaker 7.2","producer":"Acrobat Distiller 6.0 (Windows)","creationdate":"D:20100326150318Z","moddate":"D:20100816085614Z","trapped":"","fileName":"document.pdf","bounds":[[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210]],"bookmarks":[{"title":"LogiCORE IP Mailbox (v1.00a)","page":1,"zoom":"XYZ 446 1132 null","children":[{"title":"Introduction","page":1,"zoom":"XYZ 82 1017 null"},{"title":"Features","page":1,"zoom":"XYZ 82 705 null"},{"title":"Functional Description","page":2,"zoom":"XYZ 82 1107 null"},{"title":"Mailbox I/O Signals","page":2,"zoom":"XYZ 82 553 null"},{"title":"Parameters","page":8,"zoom":"XYZ 82 1107 null"},{"title":"Parameter - Port Dependencies","page":10,"zoom":"XYZ 82 733 null"},{"title":"Register Descriptions","page":11,"zoom":"XYZ 82 429 null","children":[{"title":"Write Data Register (WRDATA)","page":12,"zoom":"XYZ 82 774 null"},{"title":"Mailbox Read Data Register (RDDATA)","page":12,"zoom":"XYZ 82 446 null"},{"title":"Mailbox Status Register (STATUS)","page":13,"zoom":"XYZ 82 1106 null"},{"title":"Mailbox Error Register (ERROR)","page":13,"zoom":"XYZ 82 499 null"},{"title":"Mailbox Send Interrupt Threshold Register (SIT)","page":14,"zoom":"XYZ 82 808 null"},{"title":"Mailbox Receive Interrupt Threshold Register (RIT)","page":14,"zoom":"XYZ 82 484 null"},{"title":"Mailbox Interrupt Status Register (IS)","page":15,"zoom":"XYZ 82 1106 null"},{"title":"Mailbox Interrupt Enable Register (IE)","page":15,"zoom":"XYZ 82 346 null"},{"title":"Mailbox Interrupt Pending Register (IP)","page":16,"zoom":"XYZ 82 823 null"}]},{"title":"Design Implementation","page":16,"zoom":"XYZ 82 284 null","children":[{"title":"Target Technology","page":16,"zoom":"XYZ 82 239 null"},{"title":"Device Utilization and Performance Benchmarks","page":17,"zoom":"XYZ 82 1106 null","children":[{"title":"Core Performance","page":17,"zoom":"XYZ 82 1069 null"}]}]},{"title":"Support","page":17,"zoom":"XYZ 82 297 null"},{"title":"Ordering Information","page":18,"zoom":"XYZ 82 1107 null"},{"title":"Reference Documents","page":18,"zoom":"XYZ 82 910 null"},{"title":"Revision History","page":18,"zoom":"XYZ 82 782 null"},{"title":"Notice of Disclaimer","page":18,"zoom":"XYZ 82 637 null"}]}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
