ReaderTT.config = {"pagecount":32,"title":"PowerPoint Presentation","author":"","subject":"","keywords":"","creator":"Impress","producer":"LibreOffice 7.2","creationdate":"D:20220623183118Z'","moddate":"","trapped":"","fileName":"document.pdf","bounds":[[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825]],"bookmarks":[{"title":"CPET 565 Mobile Computing Systems","page":1,"zoom":"XYZ 0 825 0"},{"title":"Mobility Management (cont.)","page":2,"zoom":"XYZ 0 825 0"},{"title":"Slide 3","page":3,"zoom":"XYZ 0 825 0"},{"title":"Slide 4","page":4,"zoom":"XYZ 0 825 0"},{"title":"Simple Location Management Scheme (cont.)","page":5,"zoom":"XYZ 0 825 0"},{"title":"Slide 6","page":6,"zoom":"XYZ 0 825 0"},{"title":"Slide 7","page":7,"zoom":"XYZ 0 825 0"},{"title":"Slide 8","page":8,"zoom":"XYZ 0 825 0"},{"title":"Slide 9","page":9,"zoom":"XYZ 0 825 0"},{"title":"Mobility Binding of a Mobile Node","page":10,"zoom":"XYZ 0 825 0"},{"title":"Mobility Binding of a Mobile Node (cont.)","page":11,"zoom":"XYZ 0 825 0"},{"title":"Registration Area-based Location Management","page":12,"zoom":"XYZ 0 825 0"},{"title":"Registration Area-based Location Management (cont.)","page":13,"zoom":"XYZ 0 825 0"},{"title":"Slide 14","page":14,"zoom":"XYZ 0 825 0"},{"title":"Slide 15","page":15,"zoom":"XYZ 0 825 0"},{"title":"Location Management","page":16,"zoom":"XYZ 0 825 0"},{"title":"Actual Address vs. Forwarding Pointer","page":17,"zoom":"XYZ 0 825 0"},{"title":"Actual Address vs. Forwarding Pointer (cont.)","page":18,"zoom":"XYZ 0 825 0"},{"title":"Slide 19","page":19,"zoom":"XYZ 0 825 0"},{"title":"A Chain of Forwarding Pointers","page":20,"zoom":"XYZ 0 825 0"},{"title":"A Chain of Forwarding Pointers (cont.)","page":21,"zoom":"XYZ 0 825 0"},{"title":"Static vs Dynamic Update Schemes","page":22,"zoom":"XYZ 0 825 0"},{"title":"Dynamic Update Schemes","page":23,"zoom":"XYZ 0 825 0"},{"title":"Slide 24","page":24,"zoom":"XYZ 0 825 0"},{"title":"Slide 25","page":25,"zoom":"XYZ 0 825 0"},{"title":"Dynamic Update Schemes (cont.)","page":26,"zoom":"XYZ 0 825 0"},{"title":"Replicating Location Information (cont.)","page":27,"zoom":"XYZ 0 825 0"},{"title":"Slide 28","page":28,"zoom":"XYZ 0 825 0"},{"title":"Slide 29","page":29,"zoom":"XYZ 0 825 0"},{"title":"Slide 30","page":30,"zoom":"XYZ 0 825 0"},{"title":"Slide 31","page":31,"zoom":"XYZ 0 825 0"},{"title":"Slide 32","page":32,"zoom":"XYZ 0 825 0"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
