ReaderTT.config = {"pagecount":76,"title":"NNMi-BSM Integration Guide","author":"Hewlett Packard Enterprise Development LP","subject":"","keywords":"","creator":"","producer":"madbuild","creationdate":"D:20170622192050+05'30'","moddate":"D:20170622193205+05'30'","trapped":"","fileName":"document.pdf","bounds":[[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210]],"bookmarks":[{"title":"Integrate NNMi with BSM/OMi","page":7,"zoom":"XYZ 0 1210 0","children":[{"title":"Comparison of Approaches to Integrating NNMi with HPE BSM Operations Manageme...","page":7,"zoom":"XYZ 111 726 0"},{"title":"HPE NNMi\u2013HPE BSM Operations Management Integration","page":9,"zoom":"XYZ 111 287 0"},{"title":"HPE NNMi\u2013OMi Integration","page":10,"zoom":"XYZ 111 720 0"},{"title":"NNMi Integrated with HPOM Integrated with HPE BSM Operations Management","page":10,"zoom":"XYZ 111 602 0"},{"title":"NNMiVisualizations in BSM","page":10,"zoom":"XYZ 111 335 0"},{"title":"Topology Integration with HP Universal CMDB","page":12,"zoom":"XYZ 0 1210 0","children":[{"title":"HPE NNMi\u2013HPE BSM/OMi/UCMDB Topology Integration","page":12,"zoom":"XYZ 111 308 0","children":[{"title":"Value","page":13,"zoom":"XYZ 111 759 0"},{"title":"Integrated Products","page":13,"zoom":"XYZ 111 618 0"},{"title":"Documentation","page":13,"zoom":"XYZ 111 302 0"}]},{"title":"Enabling the HPE NNMi\u2013HPE BSM/OMi/UCMDB Topology Integration","page":14,"zoom":"XYZ 111 1104 0"},{"title":"Configuring Single Sign-On Between NNMi and BSM, OMi, or UCMDB","page":16,"zoom":"XYZ 111 1104 0"},{"title":"Configure NNMi for the Proper Source Character Encoding for SNMP Agents","page":17,"zoom":"XYZ 111 536 0"},{"title":"Enabling the Find BSM/OMi/UCMDB Impacted CIs Feature","page":18,"zoom":"XYZ 111 802 0"},{"title":"Using the HPE NNMi\u2013HPE BSM/OMi/UCMDB Topology Integration","page":20,"zoom":"XYZ 111 674 0"},{"title":"Network Topology Views","page":22,"zoom":"XYZ 111 255 0","children":[{"title":"Layer 2 Topology View","page":23,"zoom":"XYZ 111 1045 0"},{"title":"Service Health Views","page":26,"zoom":"XYZ 111 726 0"},{"title":"OMi Health Perspectives","page":27,"zoom":"XYZ 111 701 0"}]},{"title":"Additional NNMi Functionality Provided by the Integration","page":27,"zoom":"XYZ 111 457 0","children":[{"title":"Running the BSM, OMi, or UCMDB Impact Analysis from the NNMi Console","page":27,"zoom":"XYZ 111 348 0"}]},{"title":"Changing the HPE NNMi\u2013HPE BSM/OMi/UCMDB Topology Integration Configuration","page":28,"zoom":"XYZ 111 1066 0"},{"title":"Disabling the HPE NNMi\u2013HPE BSM/OMi/UCMDB Topology Integration","page":28,"zoom":"XYZ 111 782 0"},{"title":"Troubleshooting the HPE NNMi\u2013HPE BSM/OMi/UCMDB Topology Integration","page":28,"zoom":"XYZ 111 543 0","children":[{"title":"Interface Labels Appear as MAC Addresses in the BSM User Interface","page":28,"zoom":"XYZ 111 343 0"},{"title":"Duplicate CIs for Managed Nodes in the RTSM","page":28,"zoom":"XYZ 111 222 0"}]},{"title":"Application Failover and the HPE NNMi\u2013HPE BSM/OMi/UCMDB Topology Integration","page":29,"zoom":"XYZ 111 1086 0"},{"title":"HPE NNMi\u2013HPE BSM/OMi/UCMDB Topology Integration Configuration Form Reference","page":29,"zoom":"XYZ 111 900 0","children":[{"title":"NNMi Management Server Connection","page":29,"zoom":"XYZ 111 488 0"},{"title":"BSM/OMi Gateway Server or UCMDB Server Connection","page":30,"zoom":"XYZ 111 871 0"},{"title":"Configuration Item Topology Filter","page":31,"zoom":"XYZ 111 883 0"},{"title":"Node Topology Filter","page":31,"zoom":"XYZ 111 577 0"}]}]},{"title":"HPE BSM Operations Management and OMi","page":34,"zoom":"XYZ 0 1210 0","children":[{"title":"HPE NNMi\u2014HPE BSM Operations Management/OMi Integration","page":35,"zoom":"XYZ 111 1104 0","children":[{"title":"Value","page":35,"zoom":"XYZ 111 530 0"},{"title":"Integrated Products","page":36,"zoom":"XYZ 111 1102 0"},{"title":"Documentation","page":36,"zoom":"XYZ 111 693 0"}]},{"title":"Enabling the HPE NNMi\u2014HPE BSM Operations Management/OMi Integration","page":37,"zoom":"XYZ 111 1104 0"},{"title":"Configuring NNMi to Close Incidents After the Corresponding BSM Events are Cl...","page":40,"zoom":"XYZ 111 629 0"},{"title":"Using the HPE NNMi\u2014HPE BSM Operations Management or OMi Integration","page":41,"zoom":"XYZ 111 393 0","children":[{"title":"Configuration Item Identifiers","page":42,"zoom":"XYZ 111 926 0"},{"title":"Health Indicators","page":42,"zoom":"XYZ 111 670 0"},{"title":"Default Policy Conditions","page":42,"zoom":"XYZ 111 500 0"},{"title":"Customizing Policy Conditions","page":43,"zoom":"XYZ 111 370 0"},{"title":"More Information","page":43,"zoom":"XYZ 111 248 0"}]},{"title":"Changing the HPE NNMi\u2014HPE BSM Operations Management or OMi Integration","page":44,"zoom":"XYZ 111 951 0","children":[{"title":"Update the SNMP Trap Policy Conditions for New NNMi Traps","page":44,"zoom":"XYZ 111 776 0"},{"title":"Change the Configuration Parameters","page":44,"zoom":"XYZ 111 362 0"}]},{"title":"Disabling the HPE NNMi\u2014HPE BSM Operations Management or OMi Integration","page":45,"zoom":"XYZ 111 1034 0"},{"title":"Troubleshooting the HPE NNMi\u2014HPE BSM Operations Management Integration","page":45,"zoom":"XYZ 111 669 0","children":[{"title":"BSM Operations Management Event Browser Contains No Forwarded Incidents","page":45,"zoom":"XYZ 111 495 0"},{"title":"BSM Operations Management Event Browser Contains Only Some Forwarded Incidents","page":48,"zoom":"XYZ 111 1102 0"}]},{"title":"NNMi\u2013HPOM Agent Destination Form Reference (BSM Operations Management Integra...","page":48,"zoom":"XYZ 111 674 0","children":[{"title":"BSM Connector Connection","page":48,"zoom":"XYZ 111 262 0"},{"title":"BSM Operations Management or OMi Integration Content","page":49,"zoom":"XYZ 111 301 0"},{"title":"BSM Connector Destination Status Information","page":51,"zoom":"XYZ 111 308 0"}]}]},{"title":"NNMi Visualizations","page":53,"zoom":"XYZ 0 1210 0","children":[{"title":"MyBSM Portal","page":53,"zoom":"XYZ 111 760 0","children":[{"title":"NNMi Components Available in MyBSM","page":53,"zoom":"XYZ 111 338 0"},{"title":"Viewing the NNMi Components in MyBSM","page":54,"zoom":"XYZ 111 721 0"}]},{"title":"My Workspace in OMi","page":54,"zoom":"XYZ 111 244 0"},{"title":"Configuring an HTTPS Connection","page":55,"zoom":"XYZ 111 1104 0"},{"title":"NNMi Data Available from BSM End User Management Reports","page":64,"zoom":"XYZ 111 623 0","children":[{"title":"End User Management Reports with Drilldown to NNMi","page":64,"zoom":"XYZ 111 396 0"},{"title":"Configuring Drilldown to NNMi Data","page":65,"zoom":"XYZ 111 252 0"}]},{"title":"Enabling NNMi Visualizations from BSM or OMi","page":66,"zoom":"XYZ 111 964 0"}]},{"title":"Comparing Methods of Integrating NNMi with BSM/UMCDB","page":67,"zoom":"XYZ 0 1210 0"},{"title":"Creating a New RTSM User","page":69,"zoom":"XYZ 0 1210 0"},{"title":"NNMi - CI Attribute Mapping","page":70,"zoom":"XYZ 0 1210 0"},{"title":"NNMi Environment Variables","page":73,"zoom":"XYZ 0 1210 0","children":[{"title":"Environment Variables Used in This Document","page":73,"zoom":"XYZ 111 904 0"},{"title":"Other Available Environment Variables","page":73,"zoom":"XYZ 111 340 0"}]}]},{"title":"Send Documentation Feedback","page":76,"zoom":"XYZ 0 1210 0"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
