ReaderTT.config = {"pagecount":75,"title":"SNAP 98","author":"Dennis Cheeseman","subject":"SNAP Draft Document","keywords":"","creator":"Acrobat PDFMaker 6.0 for Word","producer":"Acrobat Distiller 6.0 (Windows)","creationdate":"D:20051012143545-04'00'","moddate":"D:20051012144133-04'00'","trapped":"","fileName":"document.pdf","bounds":[[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210]],"bookmarks":[{"title":"Foreword","page":5,"zoom":"XYZ 0 1083 null","children":[{"title":"What is SNAP?","page":5,"zoom":"XYZ 0 954 null"},{"title":"Why Use SNAP?","page":5,"zoom":"XYZ 0 751 null"}]},{"title":"Some Important Notes About SNAP","page":6,"zoom":"XYZ 0 1100 null","children":[{"title":"For More Information or Additional Copies","page":6,"zoom":"XYZ 0 692 null"}]},{"title":"Coldset Reproduction Process Responsibilities","page":7,"zoom":"XYZ 0 1100 null","children":[{"title":"The Creator","page":7,"zoom":"XYZ 0 954 null"},{"title":"The Printer/Newspaper","page":7,"zoom":"XYZ 0 620 null"},{"title":"The Materials Supplier","page":8,"zoom":"XYZ 0 1029 null"},{"title":"Required Information for Films and Proofs","page":8,"zoom":"XYZ 0 203 null"},{"title":"Required Information for Digital Media","page":10,"zoom":"XYZ 0 1100 null"},{"title":"Disposition of Input Materials","page":10,"zoom":"XYZ 0 374 null"}]},{"title":"Design Guidelines","page":11,"zoom":"XYZ 0 1100 null","children":[{"title":"Typography and Rules","page":11,"zoom":"XYZ 0 1043 null","children":[{"title":"Fine Rules and Small Type","page":11,"zoom":"XYZ 0 395 null"},{"title":"Reversed Rules and Type","page":12,"zoom":"XYZ 0 1100 null"},{"title":"Screened Text","page":12,"zoom":"XYZ 0 941 null"},{"title":"Surprinted Type and Tints","page":12,"zoom":"XYZ 0 800 null"},{"title":"Image Trapping/Spreads and Chokes","page":12,"zoom":"XYZ 0 589 null"}]},{"title":"Photography","page":12,"zoom":"XYZ 0 362 null","children":[{"title":"Image Capture and Selection","page":12,"zoom":"XYZ 0 262 null"},{"title":"Camera Settings","page":13,"zoom":"XYZ 0 875 null"},{"title":"Tonal Range","page":13,"zoom":"XYZ 0 533 null"},{"title":"Lighting","page":13,"zoom":"XYZ 0 339 null"},{"title":"Clarity and Sharpness","page":14,"zoom":"XYZ 0 678 null"},{"title":"Background Contrast/Color","page":14,"zoom":"XYZ 0 273 null"},{"title":"Self-Developing Photographs","page":15,"zoom":"XYZ 0 374 null"}]}]},{"title":"Digital Camera Images","page":15,"zoom":"XYZ 0 287 null"},{"title":"Pre-press Production Guidelines","page":18,"zoom":"XYZ 0 1100 null","children":[{"title":"Gray Balance in Pre-press Processes","page":18,"zoom":"XYZ 0 1043 null"},{"title":"Gray balance is just as important in pre-press processes as ","page":18,"zoom":"XYZ 0 1014 null"},{"title":"Scanning","page":18,"zoom":"XYZ 0 751 null","children":[{"title":"Gray Steps","page":18,"zoom":"XYZ 0 707 null"},{"title":"Input and Output Resolution","page":18,"zoom":"XYZ 0 443 null"},{"title":"Scaling","page":19,"zoom":"XYZ 0 409 null"},{"title":"Line Art and Pre-Screened Copy","page":20,"zoom":"XYZ 0 852 null"},{"title":"Detail Enhancement","page":20,"zoom":"XYZ 0 443 null"},{"title":"Rescanning","page":20,"zoom":"XYZ 0 267 null"}]},{"title":"Copy Dot Scanning","page":21,"zoom":"XYZ 0 1100 null"},{"title":"Digital File Preparation and Management","page":21,"zoom":"XYZ 0 574 null","children":[{"title":"File Exchange Formats","page":22,"zoom":"XYZ 0 1100 null"},{"title":"Layout Guidelines","page":22,"zoom":"XYZ 0 372 null"},{"title":"Text and Font Guidelines","page":23,"zoom":"XYZ 0 1046 null"},{"title":"Color Management Systems (CMS)","page":23,"zoom":"XYZ 0 713 null"},{"title":"Color Graphics and Image Files","page":23,"zoom":"XYZ 0 467 null"},{"title":"File Naming Conventions","page":24,"zoom":"XYZ 0 1083 null"},{"title":"Final Checks","page":24,"zoom":"XYZ 0 652 null"},{"title":"Compression of Image Files","page":25,"zoom":"XYZ 0 1011 null"},{"title":"File Transmission","page":26,"zoom":"XYZ 0 670 null"}]},{"title":"Conventional Materials Preparation","page":27,"zoom":"XYZ 0 994 null","children":[{"title":"Camera-Ready Pre-screened Reflective Materials","page":27,"zoom":"XYZ 0 895 null","children":[{"title":"Tone Reproduction Aim Points","page":27,"zoom":"XYZ 0 554 null"}]},{"title":"Film Preparation","page":28,"zoom":"XYZ 0 956 null","children":[{"title":"General Guidelines","page":28,"zoom":"XYZ 0 850 null"},{"title":"Table 7. Common Film Requirements: A","page":29,"zoom":"XYZ 0 1100 null"},{"title":"Contacting/Duplicating Control","page":30,"zoom":"XYZ 0 766 null"},{"title":"Creating Halftones from Continuous-Tone Reflection Images Wi","page":30,"zoom":"XYZ 0 537 null"},{"title":"Table 9. Continuous-Tone Reflection Image Input Density Valu","page":30,"zoom":"XYZ 0 432 null"}]}]},{"title":"Final Output","page":32,"zoom":"XYZ 0 1083 null","children":[{"title":"Table 10a.  Screened Tone Values for Black-and-White or Sing","page":32,"zoom":"XYZ 0 1000 null","children":[{"title":"Table 10b. Screened Tone value for Four-Color Images","page":32,"zoom":"XYZ 0 786 null"}]}]},{"title":"Proofing Processes","page":34,"zoom":"XYZ 0 1083 null","children":[{"title":"Final Insights","page":34,"zoom":"XYZ 0 429 null"},{"title":"Requirements for SNAP Proofs","page":34,"zoom":"XYZ 0 285 null","children":[{"title":"Content Proofs","page":34,"zoom":"XYZ 0 250 null"},{"title":"Final Proofs","page":35,"zoom":"XYZ 0 846 null"},{"title":"Press Proofs","page":35,"zoom":"XYZ 0 591 null"},{"title":"Off-press Proofs","page":35,"zoom":"XYZ 0 380 null"}]}]},{"title":"Platemaking Processes","page":36,"zoom":"XYZ 0 977 null","children":[{"title":"Conventional Processes","page":36,"zoom":"XYZ 0 931 null"},{"title":"Computer-to-Plate Processes","page":36,"zoom":"XYZ 0 678 null"},{"title":"Guidelines for implementing computer-to-plate processes incl","page":36,"zoom":"XYZ 0 465 null"}]}]},{"title":"Press Production Guidelines","page":37,"zoom":"XYZ 0 954 null","children":[{"title":"Solid Ink Density","page":37,"zoom":"XYZ 0 670 null"},{"title":"Dot Gain/TVI","page":38,"zoom":"XYZ 0 1083 null","children":[{"title":"Total dot gain: Mechanical (physical) plus optical (visual) ","page":38,"zoom":"XYZ 0 983 null"},{"title":"Color Balance Considerations","page":39,"zoom":"XYZ 0 368 null"},{"title":"Direct Lithography Considerations","page":39,"zoom":"XYZ 0 194 null"}]},{"title":"Printing Sequence","page":40,"zoom":"XYZ 0 977 null"},{"title":"Image Registration on Press","page":40,"zoom":"XYZ 0 733 null"},{"title":"Paper","page":40,"zoom":"XYZ 0 546 null"},{"title":"Ink","page":41,"zoom":"XYZ 0 1100 null"},{"title":"Gray Balance and Color Bars for Process Control","page":42,"zoom":"XYZ 0 322 null","children":[{"title":"Gray Balance","page":43,"zoom":"XYZ 0 643 null"},{"title":"How Is Gray Balance Measured?","page":43,"zoom":"XYZ 0 415 null"},{"title":"Gray Bar Targets","page":44,"zoom":"XYZ 0 1029 null"},{"title":"Color Bars","page":45,"zoom":"XYZ 0 427 null"}]}]},{"title":"Viewing and Measurement Methods","page":47,"zoom":"XYZ 0 1064 null","children":[{"title":"Viewing Conditions","page":47,"zoom":"XYZ 0 954 null","children":[{"title":"Reflection Densitometer Measurements","page":47,"zoom":"XYZ 0 692 null"},{"title":"Transmission Densitometer Measurements","page":47,"zoom":"XYZ 0 464 null"},{"title":"Use of UV Light","page":47,"zoom":"XYZ 0 322 null"},{"title":"Spectrophotometric Measurements","page":48,"zoom":"XYZ 0 1100 null"},{"title":"Dryback Testing","page":48,"zoom":"XYZ 0 901 null"},{"title":"Hue Error/Grayness","page":48,"zoom":"XYZ 0 777 null"},{"title":"Print Contrast","page":48,"zoom":"XYZ 0 707 null"}]}]},{"title":"Appendix 1:","page":49,"zoom":"XYZ 0 328 null","children":[{"title":"Common Graphic Arts Conversions","page":50,"zoom":"XYZ 0 1060 null"}]},{"title":"Appendix 2:","page":51,"zoom":"XYZ 0 1083 null"},{"title":"Appendix 3","page":54,"zoom":"XYZ 0 1100 null"},{"title":"Appendix 4","page":56,"zoom":"XYZ 0 1083 null","children":[{"title":"Print Contrast","page":56,"zoom":"XYZ 0 991 null","children":[{"title":"\u201cPaper Excluded\u201d","page":57,"zoom":"XYZ 0 1063 null"}]}]},{"title":"Appendix 5","page":58,"zoom":"XYZ 0 1100 null","children":[{"title":"UCR","page":58,"zoom":"XYZ 0 1043 null"},{"title":"GCR","page":58,"zoom":"XYZ 0 487 null"}]},{"title":"Glossary","page":62,"zoom":"XYZ 0 1100 null"},{"title":"Pre-Press Preflight Worksheet","page":71,"zoom":"XYZ 0 1083 null","children":[{"title":"SNAP Communications Form","page":72,"zoom":"XYZ 0 1083 null"}]},{"title":"Customer Feedback Form","page":74,"zoom":"XYZ 0 1100 null"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
